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INFORMATION SHEET 
 
Extensive Selection 
 
Many MBA bearings are offered in several varieties of materials and widths. For 
example, many companies offer a 608 bearing (8 x 22 x 7 mm), but MBA offer the 
following varieties of 8 x 22 mm bearing. 
 
ACETAL 
608-ACE    (8 x 22 x 7) Acetal Races with Glass Balls 
608-ACE-316    (8 x 22 x 7) Acetal Races with 316 Stainless Balls 
 
ANGULAR CONTACT 
A-608-30-T9H-DFMjP5   (8 x 22 x 7) Matched Pair of Angular Contact Bearings 
 
CHROME STEEL 
608-ZZMC3    (8 x 22 x 7) Shielded 
608-2RSMC3    (8 x 22 x 7) Contact Seals 
608-ZRSMC3    (8 x 22 x 7) Seal and Shield on Opposing Sides 
608-2RUMC3    (8 x 22 x 7) Non Contact Seals 
608-2RUMC3-dry   (8 x 22 x 7) Non Contact Seals with No Lubricant 
 
ECONOMY (Taiwanese to Abec 1) 
608-ZZ-ECO    (8 x 22 x 7) Shielded 
608-2RS-ECO   (8 x 22 x 7) Sealed 
 
FLANGED 
F608-2RSMC3    (8 x 22 x 7) Sealed Flanged Bearing 
F608-ZZMC3    (8 x 22 x 7) Shielded Flanged Bearing 
(Both types also available in 440C Stainless. ZZ type also available in Economy type)  
 
FULL CERAMIC 
608-CSI3N4    (8 x 22 x 7) Silicon Nitride Ceramic Bearing with PTFE Cage 
 
HIGH PRECISION 
S608-ZZMC3jP6   (8 x 22 x 7) P6 Precision  
S608-ZZMC3gr5-G5   (8 x 22 x 7) Abec 5 Precision  
S608-ZZMC3gr7   (8 x 22 x 7) Abec 7 Precision  
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HIGH SPEED 
608-T9H-ZZ-C8/23-AF12  (8 x 22 x 7) High Speed Polyamide Cage 
608-KC-Z-MC3gr3  (8 x 22 x 7) Single Shield with Phenolic Laminate cage 
 
INCREASED CLEARANCE 
608-ZZMC5-L23-SKATE  (8 x 22 x 7) Oil Lubricated with High Clearance for free running  

applications such as skates.  
 
MODEL JET TURBINE 
D608-FC-MC5-gr7-CB   (8 x 22 x 7) Special Full Complement Ceramic Hybrid Bearing for  

Model Jet Turbines 
 
SNAP RING 
608-ZZMC3NR    (8 x 22 x 7) Shielded with a Snap Ring for Location Purposes 
608-2RUMC3-NR   (8 x 22 x 7) Non Contact sealed with a Snap Ring 
608-2RSMC3-NR   (8 x 22 x 7) Contact sealed with a Snap Ring 
 
STAINLESS STEEL 304 and 316 Grades 
S4-608     (8 x 22 x 7) 304 Grade Stainless Steel Bearings 
S6-608     (8 x 22 x 7) 316 Grade Stainless Steel Bearings 
 
STAINLESS STEEL 440C Grades 
S608-ZZMC3    (8 x 22 x 7) 440C Grade Stainless Steel Bearings Shielded 
S608-2RSMC3    (8 x 22 x 7) 440C Grade Stainless Steel Bearings Sealed 
 

 
SPECIAL VARIATIONS 

·  608/10-2RSMC3 /608/10-ZZMC3  (5/16” Bore – 7.938 x 22 x 7mm) 
·  608A-FFMC3gr7     (8 x 22 x 8) 
·  608B-2RSMC3 / 608B-ZZMC3   (8 x 22 x 11) 
·  608C-2RSMC3    (8 x 22 x 10.3) 
·  608D-2RSMC3    (8 x 22 x 6) 
·  608H-2RS     (8 x 22 x 14.27) 
·  608WC-ZZMC3    (8 x 22 x 10.319 Wide Cup) 

  
 
 

 
For more information  
 
http://www.minibearings.com.au/technical/materials/  
 
http://www.minibearings.com.au/technical/bearings/ 
 
http://www.minibearings.com.au/cgi-bin/product.pl?a lpha=B=post 
 
 



 
 
 
 
 

 

 
 


