
MPS STYLE PLATEMOUNTS

Minimum loads for 81% isolation

SERIES MPS_______ 31 Load in kg [lb] at cycles per minute

Max Load

Series kg [lb] 1900 2500 3000 4000

MPS-001.8___31 1.8 [4.0] 1.8 [4.0] 0.9 [2.0] 0.7 [1.5] 0.4 [1.0]

MPS-003.6___31 3.6 [8.0] 3.6 [8.0] 1.8 [4.0] 1.3 [3.0] 0.9 [2.0]

MPS-005.4___31 5.4 [12.0] 5.4 [12.0] 3.1 [7.0] 2.2 [5.0] 1.3 [3.0]

MPS-008.9___31 8.9 [20.0] 8.9 [20.0] 4.9 [11.0] 3.6 [8.0] 2.2 [5.0]

SERIES MPS_______ 45 Load in kg [lb] at cycles per minute

Max Load

Series kg [lb] 1600 1750 2000 2500 3000 3500 4000

MPS-001.3___45 1.3 [3.0] 1.3 [3.0] 0.9 [2.0] 0.8 [1.7] 0.4 [1.0] 0.4 [0.8] 0.3 [0.6] 0.2 [0.4]

MPS-002.7___45 2.7 [6.0] 2.7 [6.0] 2.2 [5.0] 1.6 [3.5] 0.9 [2.0] 0.7 [1.6] 0.5 [1.2] 0.4 [0.8]

MPS-004.0___45 4.0 [9.0] 4.0 [9.0] 3.1 [7.0] 2.2 [5.0] 1.3 [3.0] 1.1 [2.4] 0.8 [1.7] 0.6 [1.3]

MPS-005.4___45 5.4 [12.0] 5.4 [12.0] 4.0 [9.0] 3.1 [7.0] 2.0 [4.5] 1.3 [3.0] 1.0 [2.2] 0.8 [1.7]

MPS-006.3___45 6.3 [14.0] 6.3 [14.0] 4.9 [11.0] 4.0 [9.0] 2.5 [5.5] 1.8 [4.0] 1.3 [2.8] 1.0 [2.2]

MPS-007.6___45 7.6 [17.0] 7.6 [17.0] 5.8 [13.0] 4.9 [11.0] 2.9 [6.5] 2.2 [5.0] 1.5 [3.4] 1.2 [2.6]

MPS-008.9___45 8.9 [20.0] 8.9 [20.0] 7.1 [16.0] 5.4 [12.0] 3.6 [8.0] 2.5 [5.5] 1.8 [4.0] 1.3 [3.0]

MPS-011.6___45 11.6 [26.0] 11.6 [26.0] 8.9 [20.0] 7.1 [16.0] 4.5 [10.0] 3.1 [7.0] 2.2 [5.0] 1.8 [4.0]

SERIES MPS_______ 57 Load in kg [lb] at cycles per minute

Max Load

Series kg [lb] 1100 1250 1500 1750 2000 2500 3000 3500

MPS-005.4___57 5.4 [12.0] 5.4 [12.0] 4.5 [10.0] 3.1 [7.0] 2.2 [5.0] 1.3 [3.0] 0.9 [2.0] 0.9 [2.0] 0.4 [1.0]

MPS-008.9___57 8.9 [20.0] 8.9 [20.0] 7.1 [16.0] 4.9 [11.0] 3.1 [7.0] 2.7 [6.0] 1.8 [4.0] 1.3 [3.0] 0.9 [2.0]

MPS-013.4___57 13.4 [30.0] 13.4 [30.0] 10.3 [23.0] 6.7 [15.0] 4.9 [11.0] 4.0 [9.0] 2.2 [5.0] 1.8 [4.0] 1.3 [3.0]

MPS-020.1___57 20.1 [45.0] 20.1 [45.0] 15.6 [35.0] 10.3 [23.0] 7.6 [17.0] 5.8 [13.0] 3.6 [8.0] 2.7 [6.0] 1.8 [4.0]

MPS-026.8___57 26.8 [60.0] 26.8 [60.0] 21.0 [47.0] 13.8 [31.0] 9.8 [22.0] 7.6 [17.0] 4.9 [11.0] 3.1 [7.0] 2.7 [6.0]

SERIES MPS_______ 57A Load in kg [lb] at cycles per minute

Max Load

Series kg [lb] 1325 1750 2000 2500 3000 3500 4000

MPS-013.4___57A 13.4 [30.0] 13.4 [30.0] 7.6 [17.0] 5.8 [13.0] 3.8 [8.4] 2.7 [6.0] 1.9 [4.3] 1.5 [3.3]

MPS-017.9___57A 17.9 [40.0] 17.9 [40.0] 10.3 [23.0] 8.0 [18.0] 4.9 [11.0] 3.5 [7.8] 2.5 [5.7] 2.0 [4.4]

MPS-022.3___57A 22.3 [50.0] 22.3 [50.0] 12.9 [29.0] 9.8 [22.0] 6.3 [14.0] 4.5 [10.0] 3.2 [7.2] 2.5 [5.5]

MPS-031.3___57A 31.3 [70.0] 31.3 [70.0] 17.9 [40.0] 13.8 [31.0] 8.9 [20.0] 6.3 [14.0] 4.5 [10.0] 3.1 [7.0]

MPS-040.2___57A 40.2 [90.0] 40.2 [90.0] 23.2 [52.0] 17.9 [40.0] 11.2 [25.0] 8.0 [18.0] 5.8 [13.0] 4.5 [10.0]

SERIES MPS_______ 82 Load in kg [lb] at cycles per minute

Max Load

Series kg [lb] 1300 1500 2000 2500 3000 3500 4000

MPS-196.4___82 196.4 [440.0] 196.4 [440.0] 133.9 [300.0] 71.4 [160.0] 44.6 [100.0] 31.3 [70.0] 22.3 [50.0] 17.9 [40.0]

MPS-250.0___82 250.0 [560.0] 250.0 [560.0] 169.6 [380.0] 89.3 [200.0] 53.6 [120.0] 40.2 [90.0] 26.8 [60.0] 22.3 [50.0]

MPS-339.3___82 339.3 [760.0] 339.3 [760.0] 232.1 [520.0] 120.5 [270.0] 75.9 [170.0] 53.6 [120.0] 40.2 [90.0] 31.3 [70.0]
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